
SPECIFICATIONS  038

Specifications

Model

Dimensions

Overa l l  length

Overal l  width

Overa l l  he ight

Seat  he igh t

Wheelbase

Ground c learance

Min imum turn ing rad ius

Basic weight (with oil and full
fuel tank)

V M X 1 2

VMX12C

Engine

Engine type

Cyl inder arrangement

D isp lacement

Bore x stroke

Compression ratio

Starting system

Lubrication system

VMX12/VMX12C Engine oil

2,300 mm (90.6 in)

795 mm (31.3 in)

1 ,160   mm  (45.7 in )

765 mm (30.1 in)

1,590 mm (62.6 in)

145 mm (5.7 in)

2,900 mm (114.2 in)

283 kg (624 lb)

284 kg (626 lb)

Liquid-cooled 4-stroke, DOHC

V type,  4-cy l inder

1,198 cm³

76 x 66 mm (3.0 x 2.6 in)

10.5:1

Electric starter

Wet sump

8-l
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Recommended eng ine  o i l

c l a s s i f i c a t i o n API Service SE, SF, SG type or
higher

Be sure to use motor oils that do not contain anti-friction
modif iers. Passenger car motor oils (often labeled
“Energy Conserving”) contain anti-friction additives which
will cause clutch and/or starter clutch slippage, resulting in
reduced component life and poor engine performance.

Quant i ty

Wi thou t  o i l  f i l t e r  ca r t r i dge
rep lacement

Wi th  o i l  f i l t e r  ca r t r i dge

rep lacement

Tota l  amount  (dry  engine)

3.2 L (2.8 Imp qt ,  3 .4 US qt )

3.4 L (3.0 Imp qt ,  3 .6 US qt )

4.0 L (3.5 Imp qt ,  4 .2 US qt )



SPECIFICATIONS

Final gear oil

Type

Quant i ty

Cooling system capacity
(total amount)

Air filter

Fuel

Type

Fue l  tank  capac i ty

Fuel reserve amount

Carburetor

Manufacturer

Model  x  quant i ty

Spark plug

Manufacturer/model

Gap

Clutch type

Transmission

Primary reduction system

Pr imary  reduct ion  ra t io

Secondary reduction system

Secondary reduction ratio

Transmission type

SAE80API  “GL-4” Hypoid gear

oil

0 .2 L (0.18 Imp qt ,  0 .21 US qt )

3.05 L (2.68 Imp qt ,  3 .22 US qt )

Dry type element

Unleaded fue l

15  L  (3 .3  Imp ga l ,  4 .0  US ga l )

3  L  (0 .7  Imp ga l ,  0 .8  US ga l )

MIKUNI

BDS35 x 4

DPR8EA-9 / NGK or
X24EPR-U9  / DENS0

0.8-0.9 mm (0.03-0.04 in)

Wet ,  mu l t i p l e -d i sc

Spur gear

1.775

Shaft  dr ive

2.851

Constant-mesh, 5-speed

8 - 2

Operat ion

Gear  ra t io

1 st

2 n d

3 r d

4 t h

5th

Chassis

Frame type

Caster angle

Trail

Tires

Front

Type

Size

Manufacturer/
model

Rear

Type

Size

Manufacturer/

model

Lef t  foo t

2 .529

1.772

1.347

1.076

0.928

Doub le  c rad le

29°

119 mm (4.69 in)

T u b e l e s s

110/90-18 61V

Bridgestone / G525AW
Dunlop / F20

T u b e l e s s

150/90-15 M/C 74V

Bridgestone / G526BW
Dunlop / K525



SPECIFICATIONS

Maximum load*

V M X 1 2

VMXl2C

Tire air pressure (measured
on cold tires)

Up to 90 kg (198 lb)*

Front

Rear

90 kg (198 lb)-maximum*

Front

Rear

High-speed r id ing

Front

R e a r

216 kg (476 lb)

215 kg (474 lb)

225 kPa (2.25 kgf/cm²,  33 psi)

225 kPa (2.25 kgf/cm²,  33psi)

225 kPa (2.25 kgf/cm²,  33psi)

250 kPa (2.50 kgf/cm²,  36psi)

225 kPa (2.25 kgf/cm²,  33psi)

250 kPa (2.50 kgf/cm²,  36psi)

*  Total weight of rider, passenger, cargo and accessories

Wheels

Front

Type Cast wheel

Size 18 x MT2.15

Rear

Type Cast wheel

Size 15M/C x MT 3.50

Brakes

Front

Type Dual disc brake

Rear

Operat ion

F l u i d

Type

Operat ion

F l u i d

Suspension

Front

Rear

Spring/shock absorber

Front

Rear

Wheel travel

Front

Rear

Electrical system

Ign i t i on  sys tem

Charging system

Type

Standard output

Battery

M o d e l

Vo l t age ,  capac i t y

Headlight type

Right  hand

D O T  4

Sing le  d isc  brake

Right  foo t

D O T  4

Te lescop ic  fo rk

Swingarm

Coi l -a i r  sp r ing  / o i l  damper

Co i l  sp r ing  / o i l  damper

140 mm (5.5 in)

100 mm (3.9 in)

T.C.I.  ( d i g i t a l )

A.C.  magneto

14 V,  22.5  A @ 5,000 r /min  

YB16AL-A2

12 V, 16Ah

Quartz bulb (halogen)

8 - 3



SPECIFICATIONS

Bulb voltage, wattage x quantity

Head l igh t

Ta i l / b rake  l i gh t

F ron t  tu rn  s igna l /pos i t i on  l i gh t

Rear  tu rn  s igna l  l i gh t

Meter  l ight ing

Neut ra l  i nd ica to r  l i gh t

H igh  beam ind ica to r  l i gh t

Tu rn  s igna l  i nd i ca to r  l i gh t

Fue l  leve l  warn ing  l igh t

O i l  l eve l  warn ing  l igh t

Fuses

Main fuse

Head l igh t  fuse

Signaling system fuse

Radia tor  fan  fuse

Ign i t i on  fuse

12 V, 60/55 W x 1

12 V, 8/27 W x 2

12 V, 27/8 W x 2

12 V, 27 W x 2

14 V, 3 W x 2

14 V, 3 W x 1

14 V, 3 W x 1

14 V, 3 W x 1

14 V, 3 W x 1

14 V, 3 W x 1

30A

15A

10A

10A

10A

8-4


